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 CERTIFICATE OF COMPLIANCE 
(ISO TYPE 3 CERTIFICATION SYSTEM) 

Issued to 
 
Galvanic Applied Sciences Inc. 
 

Address 7000 Fisher Road SE 
Calgary, AB  
T2H 0W3 
 

Project Number LR1406-2R5 
 

Product  AccuSeries-LPA 

Model Number AccuSeries-LPA (with model code of ACM or ACT, APT or AISE) or  
AccuSeries-LPA-GP (with model code ACMGP or ACTGP, APTGP or AISEGP)  
*See Annex 1 for detail  
 

Electrical Ratings 100-240 Vac, 50/60 Hz, 310W 
 

Ex Markings  Class I, Division 2, Groups BCD, T4 
Ta=-20°C to +60°C 
 

Applicable Standards UL121201 9th edition 
CSA C22.2 No. 213-17 3rd edition 
CSA C22.2 No. 61010-1:12 
UL 61010-1 3rd ed. 
 

Manufacturing Location: Galvanic Applied Sciences Inc. 
7000 Fisher Road SE, Calgary, AB T2H 0W3 
 

Factory Location Galvanic Applied Sciences USA  
101 Billerica Avenue, Building 5, Suite 104, North Billerica, MA 01862 USA 
 

Special Conditions of Use N/A 

Statement of Compliance:  The product(s) identified in this Certificate and described in the Report covered under the above referenced 
project number have been investigated and found to be in compliance with the relevant requirements of the above referenced standard(s).  
As such, they are eligible to bear the QPS Certification Mark shown below, in accordance with the provisions of QPS’s Service Agreement. 
 
IMPORTANT NOTE: Certification will be revoked if compliance to the latest versions of the standard(s) is not maintained and/or if the 
product/equipment is modified after certification is granted without prior written consent by QPS. 

                                                             
(For HAZARDOUS LOCATIONS CLASS I, DIVISION 2)   /       (For  GENERAL PURPOSE)  

 

Issued By: Dave Adams P.Eng. 

Signature:                                                                                           Date:  September 12, 2024 
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Annex 1 for model nomenclature 
 
 
AccuSeries-LPA 
 
HAZARDOUS LOCATIONS CLASS I, DIVISION 2 

Model:  AccuSeries-LPA, Model Code Analytical Method 

Class I Division 2 Gr. BCD T4 ACM COLORIMETRIC 

Ta=-20°C to +60°C ACT COLOR TITRATION 

Ratings: 100-240 Vac, 50/60 Hz, 310W APT POTENTIOMETRIC TITRATION 

 AISE ION SELECTIVE ELECTRODE 

 
ORDINARY (GENERAL PURPOSE) LOCATIONS: AccuSeries-LPA-GP evaluated to CSA/UL 61010 only. 

Model: AccuSeries-LPA-GP Model Code Analytical Method 

 ACMGP COLORIMETRIC 

Ta=-20°C to +60°C ACTGP COLOR TITRATION 

Ratings: 100-240 Vac, 50/60 Hz, 310W APTGP POTENTIOMETRIC TITRATION 

 AISEGP ION SELECTIVE ELECTRODE 

 


